FM Stereo Car Radio (120-1370) 


Features 
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The new Realistic FM stereo car radio is designed to meet the needs of 
value conscious music lovers. You get great performance, extra features 
and Radio Shack reliability, all at a price far below that of a factory- 
installed radio. 

8-watt audio output gives enough power to drive almost any set of 
speakers . 

Solid state construction and 4 integrated circuits provide extra 
reliability . 

Thumb wheel controls are easy to use-even when you're driving. 

And since you install it yourself, you can put the unit where it's most 
convenient for you. 



FM Stereo Car Radio (120-1370) 


Installation 
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Hints: Use only with 12 volt negative ground electrical systems. 

Use only 2 amp fuse in the fuse holder. 

Do not turn set on until antenna and speaker wires are attached. 

If radio does not operate, check to see if ground and (+) power 
lead are firmly connected. 

Check fuse and replace if necessary. 

Refer repairs to qualified service personnel. 

Pick an attractive under dash position, taking special care that it is 
convenient to the driver's seat. Avoid areas with wiring or other 
mounting obstacles. 

Using the mounting brackets as a guide, drill a hole on one side of the 
desired location. If the metal is too thick to accommodate the hexagonal 
bolts, use the self-tapping screws. Mount the unit to the brackets using 
the pan head screws. Drill the second mounting hole. Straighten the unit 
before tightening the bolts or self-tapping screws. 

For additional strength, use the mounting strap and hardware to attach the 
radio to the firewall. If the radio seems secure, you may omit this step. 
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Connections 
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Connect the car external antenna directly to the TO ANT. jack. If you 
have an AM radio, use the cable (supplied) to connect the TO AM RADIO jack 
to the antenna jack of the AM radio. 

NOTE: For best reception use special FM stereo car antenna or regular 

telescoping antenna adjusted to about 30 inches. 

Connect the white speaker wires to the right speaker and the gray wires to 
the left speaker. For best sound observe proper phasing. The wire with 
the black stripe should go to the same terminal on both speakers. This 
will improve the bass response. 

Connect the red (+) power cable to the positive stud of the fuse box or an 
accessory terminal. The ground lead should be firmly attached to a clean 
metal surface. 

Be sure the Fuse Holder contains a good 2 amp fuse. 
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Controls 
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MONO Button : 
STEREO Beacon : 
TUNING : 

OFF/VOLUME : 
BALANCE : 

TONE : 
TO ANT . : 
TO AM RADIO : 
Wiring Harness: 
Fuse Holder : 

Ground Lead : 


Press in for mono; leave out for stereo. 

Lights to indicate stereo broadcast. 

Use to select proper station. 

Tune for best sound. 

Turn clockwise to switch unit on and increase volume. 

Adjusts relative volume of left and right speakers. In 
normal position (centered) volume of speakers will be 
equal . 

Adjust for most pleasing sound. 

Connects unit to car antenna. 

Lets you use AM radio with only one antenna. 

Contains speaker wires and (+) power lead. 

Contains 2 amp fuse to protect unit from short or 
overload . 

Connect firmly to any metal part of negative ground 
vehicle . 
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Operation 
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TURNING UNIT ON 


TUNING RADIO 


STEREO/MONO 


TONE & BALANCE 


Turn OFF/VOLUME control clockwise until you hear a 
click. Turning the control further clockwise increases 
the volume. 

Use TUNING knob to find proper station. Tune for 
strongest signal, and, on a stereo station, lighted 
STEREO beacon. After the station is tuned, built-in 
Automatic Frequency Control (AFC) prevents drift. 

The green STEREO beacon lights to indicate a stereo 
broadcast. To listen to stereo, be sure the MONO switch 
is out. On noisy stereo stations and those broadcasting 
in mono, press the MONO button in for best sound. 

Adjust TONE and BALANCE for the most pleasant sound. 
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Specifications 
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OUTPUT: 

CIRCUIT: 

TUNING RANGE: 

TRANSISTORS : 

DIODES : 

INTEGRATED CIRCUITS: 

POWER: 

DIMENSIONS : 

WEIGHT: 


. . . .4 watts per channel 
Superheterodyne with FM 
Multiplex decoder 


88-108 MHz 

5 

4 

4 


12 VDC, negative ground 
. . .2" X 6-7/8" X 5-1/8" 
1 lb. 15 oz. 
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Audio Connection Information 

(120-Series) Plug/Male 2 Ch. System 
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WIRE SPECS. 


AWG #20 
2P CORD 


AWG 206 
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+ 


+ 

I 

+ 


I GROUND I 

+ + 

I DIMMER I 

+ + 

I PHONE MUTE 1 

+ + 

I FRONT L+ I 

I I 

+ + 

I FRONT R+ I 


+ + 

I +12 V TO I 

I IGNITION I 


+12 V TO 
BATTERY 


I AMP REMOTE | 
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* May or may not be present depending on features of individual radios. 



(2CH/4CH SWITCHABLE UNIT) 


I Pin I 

I No. I WIRE COLOR 


WIRE SPECS. 


LABEL 


REMARK 


I 1 I 


WHT/BLK 


AWG #20 
2P CORD 


FRONT L- 


STRIP SOLDER 


I 2 I 


GRY/BLK 


FRONT R- 


I 3 I 


GRN/BLK 


REAR L- 


I 4 I 


VIO/BLK 


REAR R- 


I 5 I 


BLACK 


AWG 206 


GROUND I 6.3mm r FORK TERMINAL | 
+ + 


I 6 I 


ORG/WHT 


DIMMER 


STRIP SOLDER 


I 7 I PINK/WHT * 


PHONE MUTE | 
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FRONT L+ I 
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- + 

I 

- + 

I 

I 

- + 

I 

I 

- + 
I 
I 
I 
I 

- + 


I 10 I 


GREEN 


I 11 I 


VIOLET 


I 12 I 
I I 
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+ + 


+12 V TO I 250/ lA FUSE STRIP 
BATTERY | SOLDER 


I 14 I 
I I 
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WHITE 


AMP REMOTE | 
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May or may not be present depending on features of individual radios. 


4 Chnl Unit 



I Pin I 

I No. I WIRE COLOR 


WIRE SPECS. 


LABEL 


REMARK 


I 1 I WHT/BLK 

I I 


AWG #20 
2P CORD 


FRONT L- 


STRIP SOLDER 


I 2 I GRY/BLK 


FRONT R- I 


I 3 I GRN/BLK 


REAR L- 


I 4 I VIO/BLK 


REAR R- I 


I 5 I 


BLACK 


AWG 206 


GROUND I 6.3mm r FORK TERMINAL | 


I 6 I ORG/WHT * 


DIMMER I STRIP SOLDER 


I 7 I PINK/WHT * 


PHONE MUTE | 


WHITE 


AWG #20 
2p CORD 


FRONT L+ I 


I 9 I 


FRONT R+ I 


I 10 I 


GREEN 


REAR L+ I 


I 11 I 


VIOLET 


REAR R+ I 


I 12 I 
I I 


AWG #20 


+12 V TO I 250/ lA FUSE & 24M/M 
IGNITION I TRANS STRIP SOLDER 


I 13 I YELLOW 

I I 


+12 V TO I 250/ lA FUSE STRIP 
BATTERY | SOLDER 


I 14 I DARK BLUE/ 
I I WHITE 


AMP REMOTE | 
TURN ON I 
500mA MAX | 
+ 12 V OUTPUT I 


WIRE BANDING & 
TUBE HEATING 


* May or may not be present depending on features of individual radios. 
5-Pin DIN 


FRONT 


I Green | Right (+) 
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I White I Right (-) 

+ + 

I Brown | Left (+) 

+ + 

I Gray | Left (-) 

+ + 

I Red I +12 V Power 

+ + 

REAR 


+ + 

I GRN/BLK I Right (+) 

+ + 

I WH/BLK I Right (-) 

+ + 

I BR/BLK I Left (+) 

+ + 

IGRAY/BLK | Left (-) 

+ + 


+ + 

I Orange | S.P.L. 

+ + 

I Black I Ground 

+ + 

I Red w/ I Memory 

I White I Backup 

+ + 


+ 

I 

+ 

I 

+ 

I 

+ 

+ 

I 

+ 
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+ 

I 

+ 

I 

+ 
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+ 

I 
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